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MAGNETIC ABSOLUTE LINEAR ENCODER

MK

MECHANICAL DATA

MK PARAMETERS

Value,

mm
MP200A

MP200A

+CV

MP200A

+SP

s 1.3 1.6 2.1

d 0.3 ÷ 1.0 0.7 MAX 0.2 MAX
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Axial cable output

Radial cable output
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a - alignment tolerance = 0.5mm
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OUTPUT SIGNALS

CABLE

PROTECTIVE BAND CV

PROTECTIVE SUPPORT SP

MAGNETIC BAND MP200A

C

C

C

Cable for analog output + serial output: 

NOTE: Encoder is supplied with flexible cable, that consists of twisted pair of 

wires (for informational signals SSI-BiSS). 

Cable for serial output: 

Interface

Signals level

Clock frequency

n

Tc

BiSS C-mode unidirectional

MS
B MSB

T
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1
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T
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DATA

CLOCK

SSI

n

ABSOLUTE 
RESOLU-
TION:

OUTPUT SIGNALS: INCREMEN-
TAL SIGNALS:

MAGNETIC 
BAND 
LENGTH:

PROTECTIVE 
STEEL COVER 
LENGTH:

OR
ALUMINIUM 
PROTECTIVE 
SUPPORT:

CABLE 
LENGTH AND 
OUTPUT:

CONNECTOR
TYPE:

F10 - 1μm
F50 - 5μm
F100 - 10μm
F500 - 50μm
F1000 - 100μm
F5000 - 500μm

AS0 - SSI programmable
S1 - SSI binary
S2 - SSI binary+even parity
S3 - SSI binary+odd parity
S4 - SSI binary+error
S5 - SSI binary+even parity+error
S6 - SSI binary+odd parity+error
S7 - SSI Gray
B1 - BiSS binary

W - without 
incremental signals
V - 1Vpp

MP200A/01 - 1m
MP200A/02 - 2m
MP200A/03 - 3m
...
MP200A/20 - 20m

CV/01 - 1m
CV/02 - 2m
CV/03 - 3m
...

SP/01 - 1m
SP/02 - 2m
SP/03 - 3m
...  

A01-1m axial
A02-2m
...
R01-1m radial
R02-2m
...

W - without connector
B12 - round, 12 pins
C12 - round, 12 pins
D9 - flat, 9 pins
D15 - flat, 15 pins

ORDER EXAMPLE: 1)   MK-F10-S2-V-MP200A/02- SP/02-A02/C12

MK - XXXX - XX - X - XX / XX - XX / XX - XX / XX

ORDER FORM


