
Power Modules

R-net PM60-1.2M 60A max. current, 1.2 meter cable
R-net PM80-1.2M 80A max. current, 1.2 meter cable
R-net PM120-1.2M 120A max. current, 1.2 meter cable

Joystick Modules

R-net JSM-sw Joystick Module with jack sockets
R-net JSM-L-sw Joystick Module with lighting control 

and jack sockets
R-net JSM-sw-P Joystick Module with jack sockets

and speed potentiometer
R-net JSM-L-sw-P Joystick Module with lighting control,

jack sockets and speed potentiometer
R-net JSM-sw-T Joystick Module with jack sockets

and toggle switches
R-net JSM-L-sw-T Joystick Module with lighting control,

jack sockets and toggle switches
R-net JSM-sw-P-T Joystick Module with jack sockets,

speed potentiometer and toggle switch
R-net JSM-L-sw-P-T Joystick Module with lighting control,

jack sockets, speed potentiometer
and toggle switche

Intelligent Seating/lighting Modules

ISM-L-0.5M Lighting Module with 0.5 meter cable
ISM-X-1.0M Seating Module with 2, 4 or 6 seat

channels and 1.0 meter cable
ISM-XL-1.0M Seating/lighting Module with 2, 4 or 6 seat

channels and 1.0 meter cable

Connectors

PG80-B Battery connector kit
PG80-M Motor connector kit (both channels)
PG-OBC On-board charger connector kit
PG-Inhibit Inhibit connector kit
PG-Actuator Actuator connector kit (one channel)

Programmers

OBP Dongle Dealer access dongle
PC Prg Dealer Dealer access PC Programmer
PC Prg OEM OEM access PC Programmer

General

Supply Voltage 24VDC
Over Voltage Trip 35VDC
Under Voltage Trip 14VDC
Reverse Battery Protection 40VDC
Operating Temperature -25°C to 50°C
Storage Temperature -40°V to 65°C
Moisture Resistance IPx4
Diagnostics LCD information
Safety Multiple hardware & software

strategy
Designed to ISO7176/14

EMC on sample powerchair
Susceptibility Tested at 30V/m to EN12184 and

ANSI/RESNA requirements
Emissions To EN55022 Class B
ESD IEC801 part 2

Power Modules

Drive Current 60A, 80A and 120A
PWM Frequency 20KHz ±1%
Brake Outputs 12 or 24V, 0.1 to 1.0A

Joystick Modules

TruCharge Battery Gauge 10 steps, digital
Joystick Operations >15 million cycles
Charging Current 12Arms max.
Charger Connector Use Neutrik NC3MX

Intelligent Seating/lighting Modules

Lights 21W total, 12V constant
Indicators 42W per side, 12V constant,

bulb fault detection
Standards Meets StVZO requirements
Actuators 2, 4 or 6
Drive Current 12A continuous at 24V
Endstop Detection Programmable
Simultaneous Drive Any combination
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